MINM Eatal 2006-04

Electrcal

Apnll 3, 2006 ((fennessee)
Crushedl Stene Operation
Electrician

501 years old

11 years mining| Experence



Overview

Fhe victim received a fiatal electrical shock
While pushing agaiast a metal bullding that
Was; suspended: firon a neom truck.



%




Root Causes

Management pelicies andl controls Were inadequaterand
falled to require that steps Were taken ter determinge: if
the evernead pewer line was deenengized hefore: staiting
the task. Tiherewere nos safe Werk procedures
Implemented te' ensure that persons Were pretected
Whilereperating equipment nearr energized high-veltage
POWEr: lInes:.

PolICIES) and contrelsiwere inadeguate. Management
falled to communicate: andl decliment the. recent actions
that resulted 1n power Being connected ter the newly.
installed overlhead high-voltage lines:



Best Practices

Stoep, Leok; Analyze, and Manage (SIEAM) each task te
identiify, allf potential hazards hefere: perfierming Work.

Ensure that high-voltage pewer lines are de-energizead
pelore eperating equipment within 10 feet of them.

Ensure that ene person; en the grounad: is; designated to
give: signalsitor e’ crane operater making theliift.

ERsSure that miners; are in a safe lecation prier te lifting
the load.

Non cenducting tag lines sheuld be used te steady leads
When! operating cranes Where: overnead pewer: lInes; are
present.
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